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Good morning Elan, 

below is a simple outline related to handling & abatement of Lead Paint. At the 
end of the outline are some links you should checkout for more info. Please 
note that the method of handling is determined by the ''Percentage of lead" 
found in the paint during testing. So, understanding how much lead is in our 
paint is the key to figuring out what needs tb be done in treating it. Hope 
this helps, 

Conan 

If a project involves disturbing painted surfaces, particularly by means of 
scraping or sanding, and the coatings were applied prior to 1978. This may 
require sampling of the paint. 

Limiting personal exposure during abatement: Such me.asures may include using 
plastic sheeting to isolate the area, using wet techniques, washing with 
trisodium phosphate, using a HEPA vacuum, and, possibly wearing a respirator. 
Exposure monitoring by means of air sampling may also be advised. 

If lead paint was disturbed in an area occupied or frequently visited by 
children under six years old or pregnant'women, clearance testing is advised. 
Results will be compared to clearance requirements for asbestos abatement 
projects. 

Lead paint chips usually contain enough lead ~o be considered hazardous waste. 
If lead paint chips are generated, they must be collected and placed in the 
lead paint chip collection drum. 

Contractors must be informed of the location of lead-containing building 
materials in the work areas to which they are assigned. 
Contractors that will disturb lead containing building materials must take 
necessary precautions to protect their own employees, as well as University 
employees, students and visitors from exposure to lead dust and prevent 
contamination of soil. Wastes must be collected and disposed in accordance with 
federal and state regulations. · 

http:/ /www.eia.-usa .. org/Tec!"m.i.cal/Lead/lead. html 
ht.tp: / /www.osha.gov/pls/oshaweb/owasrch. search __ form'?p __ doc ____ type=STANDARDS&p __ t.oc_level=0 

Conan Gale 
Site Manager - Old Rainier Brewery Project-
206 447 0262 

Confidentiality Note: The information contained in this message, and -~ny 
attachments, may contain confidential and/or privileged material. It is 
intended solely for the person or entity to which it is addressed. Any review, 
retransmission, dissemination, or taking of any action in reliance upon this 
information by persons or entities other than the intended recipient is 
prohibited. If you received this in error, please contact the sender and 
then delete the message from any system were it may reside. Thank you. 
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